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SAFETY

Be sure to keep hands and fingers out of moving parts areas when operating the chair.

BUTTON FUNCTIONS O 0000600

1 Backrest angle adjustment

2 Seat height adjustment

3 Seat front tilt adjustment

4 Seat depth adjustment

5 Seat slide adjustment ~ SOME SYMBOLS MAY NOT BE VISIBLE DUE TO THE CHAIR SETUP OR MODEL

6 Footrest up/down

7 Chair height option

8 Quick size only available on Ns4000 PERSONAL MEMORY

9 Personal MEMOTY option on NS4000 Hold center button (store) and your
numbered button to store.
Press and hold on your

On the 1800 Active, the adjustments depends on the numbered button to get back to your

person’s weight and tilting your body mass to adjust the seating position.

chair to the preferred position. only available on NS4000 @

Nor N Telephone E-mail Web

+47 38185200 sale@norsap.com norsap.com



MOUNTINGHOLES MEASUREMENTS

A strong and level foundation is required to secure the
installation of the base.

It may occurduring storage ortransport the telescope column
fastens in the lower position. Adjust this easily by fastening
the lockable arm for swing, lift up the release handle and
pull up the chair.

XL column bottom plate, may vary on chair setup and model.

MOUNTING ON A DECK RAIL

First, make sure to have mounted the deckrail according
to its user manual. The bolts for mounting the chair to
the deck rail is already in place in the carrier wagon.

If you have an electrical deck rail and the cabling of the
switch is done by quick-connections already implemented
in the chairs column.

CARE AND MAINTENANCE OF LEATHER
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As a natural product, leather is very durable and hardwearing, but all leather products require cleaning and
protection. By following these instructions, you will ensure a long and lasting leather quality. Never place
leather furniture closer than 20-30 cm to a radiator or in direct sunlight.

LEATHER CLEANING LEATHER PROTECTION

Cleaning removes everyday dirt and stains from your Protect your leather to guarantee that the original
leather. Without proper cleaning the leather will over quality of the leather will be maintained. Use Leather
a period of time leave grease spots or discoloration’s. Protection Cream, we advise 2-4 times a year. This

To avoid this, clean with Soft Cleaner on a regular will protect against spots and preserve the leathers
basis. We advise once a month. softness.

CARE AND MAINTENANCE OF FABRIC

Regularlight vacuuming. Occasional cleaning should be done with a reputable brand of upholstery shampoo

following the manufacturer’s instructions

MAINTENANCE OF MOVING PARTS

Glide parts of the chair can be lubricated with a silicone-based lubricant. If the chair is on a deck rail, it is

important that the deck rails railway is NOT lubricated.



ACCESSING THE INTERIOR

INTERIOR

(1) To gain access to the interior of the seat, use the seat depth adjustment to set the seat cushion in max.
Remove the pin and bolt, and slide the seat cushion away from the chair.

(2) To gain access to the interior of the armrest, all countersunk screws marked needs to be undone.

(3) To gain access to the interior of the column, four screws needs to be undone. (The column may come with
different looks and features)
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CHANGING CUSHIONS

SEAT CUSHION - A1471
To change the seat cushion see accessing the interior.

BACKREST CUSHION - A2088
(1) Pull out the top of the backrest cushion from the molded backrest shield.
(2) Continue the pull until all the plugs are out, guide the backrest cushion down and out of the hooks.




Cushions - Seat

To remove the seat cushion, adjust the seatin a
forward position. This will make you able to see the
bracket for the gas spring.

Remove and secure the pin, then remove and secure To install the seat cushion, slide the cushion on the
the bolt holding the gas spring in place. Pull out the gliders. Position the cushion so that the bolt can enter
cushion from the gliders. through the bracket and gas spring again.

Cushions - Standard Armrest

To remove the standard armrest cushion, begin by To install a new standard armrest cushion. Center
unscrew 3 x Screw 94,5 x19 A4 DIN 7983, plugs to the corresponding holes in the mold, and
then pull the cushion straight out from the mold. push them in. Then take the 3 x Screw @4,5 x19 A4 DIN

7983, and secure the cushion.

Number of adjustment buttons may vary on chair setup and model



INSTALL OR ADJUST GAS SPRINGS

NORSAP 1800

Seat Movement - Gas springs or Release buttons

To remove the Gas springs for the seat movement, follow the instruction
on how to remove Seat cushion and Standard armrest cushion.

The Gas springs is located under the seat cushion.

Secure all screws and parts on a clean and soft surface.

After removing the Seat and Standard armrest cushion, the operation
may require to remove the Standard armrest, Circular armrest lidd and
cover if replacing the Hydraulic release buttons.

Locate which Gas spring that needs to be replaced.

Follow the hydraulic tube to the armrest and remove the end from the
bracket located in the armrest.

When replacing any of the release caps, unscrew only these ends.

When replacing the Gas spring, unscrew only the end were the gas
spring is mounted, not the release cap.

@ Backrest - GAS-088 To install the new Gas spring.
@ Backcrib - GAS-092
© Frontcrib - GAS-092 When mounting on the Gas spring, to the release cap.

Screw the Gas spring on CW the release cap until it
extends, and two rotations CCW until it stops
extending.

Mount the Gas spring first, then guide the hydraulic
cable through the seat base and up into the upper
part of the armrest. Attach the Circular armrest lidd
and cover.

Mount the Hydraulic button to the bracket and attach
the Standard armrest cushion back on.

Mount on the armrest while checking for unwanted
strain or pressure on the hydraulic cables.

Check the seat functions while operating the buttons
from the chair.

If all functions are working, mount on the Seat cush-
Seatbelt is not included ion.




REMOVING THE COLUMN

NORSAP 1800

Start the process with adjusting the chair to the
lowest position, and pulling the chair top and inner
profile up. Secure the chair top and inner profile by
tighten the 2 x M8 set screws.

In some situations, the chair will have preinstalled
components and bigger armrests.

In these cases the 2 x M8 set screws will not

be able to hold the weight alone,

and the chair needs aditional support beams.

Use planks or other suitable objects from the floor
and up under the rotation unit, before removing the
8 x M8x30 Button head socket cap screw.

Lift the chair top with the gas spring up and away
from the column.

Move the support beams from the old column to the
new column, and position the beams from the floor
and up under the rotation unit.

o . Remember to check and set the rotation limit on
Position the chair top onto the new column and the new rotation unit before installing the chair top.

secure the chair top to the rotation unit, with the 8 x
M8x30 Button head socket cap screw.

Seperating the column from the rotation unit

Remove the 8 x M6x30 and mount it back on the
new column.

The rotation unit is standard on all standard chairs
with hydraulic adjustments, and can be replaced
with a suitable adapter plate.

Chairs without rotation may have different fixture
for the gas spring located in the column.




RESETTING THE ACTUATOR

NORSAP 4000

RESETTING THE CONTROL UNIT

Press and hold hold together for 10 seconds.
Afterwards, control unit will beep.

The chair must be initialized after a reset.

INITIALIZATION THE CONTROL UNIT

The initialization will run all actuators, to define
their position. Press and hold the three buttons
throughout the initialization, until all movement
has stopped. There will be a total of six move-
ments, that ends with the backrest being setin a

upright position.
CONTROL UNIT DIAGRAM
CONNECTION DIAGRAM Output/channel:
There are one power input, two signal input and CH1 Seat height front
seven signal output/channels. CH2 Seat height rear
CH3 Footrest
Power Power in CH4 Backrest
IN1 Chair adjustment membrane panel CH5 Seat slide
IN2 Chair memory membrane panel CHé6 Seat depth

WARNING:

If power cable (24V) from Control power unitisinserted in other than Power, the Control unit will shorting.



CONTROL UNIT (ELDEL-115)

CONTROL UNIT MODULES
The control unit consist of two modules.

- Duty cycle: 10% " max. 2 min. continuous use
followed by 18 min. not in use.

- Ambient temperature +5° to + 40°C

- Approvals: IEC60601-1:2005 3rd ed., ANSI / AAMI
ES60601-1:2005, 3rd edition, CAN/CSA-22.2
No 60601-1:2008 approved

CONTROL POWER MODULE

- 230V or 110V for U.S
- IPX6 (cannot be used for Washable systems)
- 200W transformer (24V output)
- Class1 (with earth)

SYSTEM CONTROL UNIT MODULE

- 6 channels
- IPX6 (cannot be used for Washable systems)
- With EEPROM and 128kb FLASH
- 24V input
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